
SPECIFICATION SHEET

Description

Glove Material: Palm, premium top grain Cowhide
Glove Material: Back, Side split Cowhide
Cuff Material: Split Cowhide
Lining: Fleece
Stitching: DuPont™ Kevlar®
Closure: Cinched cuff

Size SKU L W H Wt L W H Wt L W H Wt

Small 53S 13.3 4.25 2 .75 lbs 13.3 4.25 12 4.5 lbs

Medium 53M 13.8 4.5 2 .90 lbs 13.8 4.5 12 5.4 lbs

Large 53L 14 4.75 2 1.00 lbs 14 4.75 12  6.00 lbs

X Large 53XL 14.3 5 2 1.05 lbs 14.3 5 12 6.30 lbs

2X Large 532X 14.5 5.5 2 1.10 lbs 14.5 5.5 12  6.60 lbs
3X Large 533X 15 6 2 1.15 lbs 15 6 12  6.90 lbs

755

DuPont™, Nomex® and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

▪ Premium split Cowhide back and top grain Cowhide palm and 
resists heat and stays soft even when hot.
▪ Seamless forefinger
▪ Fleece lined for added heat protection without the bulk.
▪ Keystone thumb for a great feel and gun grip.
▪ Palm, back of fingers and thumb strap reinforcement for extra 
strength.
▪ Tillman’s Glide Patch™ offers a thick and cushioned 10 millimeters 
of closed cell foam that wraps half of the forearm.  
▪ Breaks in the split Cowhide allow natural, unrestrictive movement 
and reducing hand fatigue. 
▪ Cinched elastic back for snug fit.
▪ 5 ½" cuff for added protection.
▪ Sewn with DuPont™ Kevlar® for added strength
       

The Tillman 53 is the perfect MIG glove when you’re looking for a Drivers 
glove feel with a MIG glove.  The 53 provides an extended Glide Patch™ for 
added comfort and a leather heat shield on the side of the palm for added 
heat resistance for long welds.  You'll get the durability, comfort and 
added protection with its rough side out leather palm finger and thumb 
reinforcements.  

The top grain Cowhide palm with reinforcements is incredibly thick yet soft 
to provide the touch and dexterity necessary.  The split Cowhide back is 
durable and resists spark and spatter.  The fleece lining adds heat and 
flame protection without bulkiness. 

Premium Top grain and Split Cowhide 
MIG Welding Glove with Glide Patch™  and 
Reinforced Palms

53

▪ Oil pipelines
▪ Demolition & salvage
▪ Ship building
▪ Manufacturing
▪ Iron work
▪ Industrial construction

608134005320 NA10608134005327

Inner Pk UPC

10608134005334

10608134005310

Warning — Gloves are cut-resistant, not cut proof. Extreme caution should be used when handling sharp objects and around machinery.  Read, understand and follow all labels and instructions prior to use.  Inspect 
gloves before each use and remove from service if there is any evidence of damage or excessive wear.

Technical Specifications Applications

Features

Piece UPC

608134005306 10608134005303 NA

608134005351 10608134005358 NA
10608134005341608134005344

▪ Construction sites
▪ Wind energy
▪ Utility crews
▪ Fabrication
▪ Steel Mills
▪ Oil & Gas

Packaging Information
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608134005337

608134005313

Piece Information

Master Pk UPC

Inner Pack Info - 6 Pcs Master Pack Info - 36 Pcs

NA

NA

Prop 65 Warning: This product can expose you to chemicals Hexavalent Chromium (Chromium 6), which is known to 
the State of California to cause cancer and birth defects or other reproductive harm. For more information go 
to www.p65warnings.ca.gov
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